
 
              
 
 
 
 
 
 
 
 
 
 

 
 

Pour toute autre information, n’hésitez pas à contacter notre 
service technique : tél. 02 33 88 50 22 ou e-mail 
info@facnor.com 

 
If you need other information, do not hesitate to contact our 

customer service. 33 2 33 88 50 22 or e-mail : info@facnor.com 
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ANNEXE 
NOTICE DE MONTAGE 

TAMBOUR « RC » 
 

RC DRUM INSTALLATION MANUAL 
 
 

 



Le montage des tambours « RC » se fait aussi facilement que les 
montages des tambours standards. 
 
 
Le kit ridoir ( lattes FACNOR ) est remplacé par une bague inox qui 
permet d’avoir la Poulie crantée le plus près possible du pont. 
 
Les vis qui permettent de solidariser la rondelle inox et le tambour 
doivent être coller avec le frein filet ( tube Loctite fourni). 
L’ œil du ridoir doit être caler à l’aide des bagues fournies. 
 

 
The installation of the «  RC » drum is easy as the Facnor standard 
drums. 
The turnbuckle kit is replaced by a stainless steel round part which 
allows to get the drum as closer as possible to the deck. The both 
screws which allow to fix the s/s round part to the RC  drum need 
to be glue. You will find in the box a glue kit. 
The Eye of the rigging screw has to be locked by the provided 
bushings. 
 

 


